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Transportunderstell  
Transport chassis

Beskrivelse/Description Artikkelnummer/Article number

Transportunderstell/Transport chassis 3019100

Hjul / Wheels Høyre/Right Venstre/Left

12” Kompakt / Compact 3407003 3407004

16” Kompakt / Compact 3407005 3407006



2

2 x 12”  
hjul / wheel

 

2 x avstands-
hylse / distance 
sleeve

 

2 x hylse / 
sleeve

4 x festeplate / 
clamping plate

4 x M6x40 
skrue /screw

 

6 x Ø6  
skive / washer

 

6 x låsemutter / 
lock nut

 

2 x M12 x 1,25 
låsemutter /
lock nut 

 

2 x M12 
underlagsskive 
/ washer

 

2 x M6x25 
linseskrue / 
countersunk 
screw

 

2 x Ø17xØ6,3x3 
skive /washer

2 x bremse-
håndtak og vaier 
/ brake handle 
and wire
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N	 JUSTERE BREMSENE 
Fest vaierenden    til bremsehendelen. 
Skru kabelstrammeren    til slakkeste posisjon 
og fest den til sporet i ankerplata. 
 
For å justere bremsene, skrur du ut 
kabelstrammeren    trinn for trinn, setter på hjulet 
og tester bremsen ved å snurre hjulet og klemme 
inn bremsehåndtaket. Hjulet skal trille lett.

GB	 ADJUSTING THE BRAKES 
Fix the wire  to the brake handle. 
Screw the wire stretcher    to the most slack 
position. Fit the wire stretcher to the slot in the 
anchor plate. 
 
To adjust the drum brake, screw out the wire 
stretcher  step by step. Mount the wheel 
and test the brake by spinning the wheel and 
squeezing the brake handle. The wheel should 
spin easily.

 

   

 


