ASSEMBLY INSTRUCTION

External Joystick / External Joystick Lite

Description Article number
External Joystick - Mounting on manual swing-away chin arm |:| 1016502
External Joystick Lite - Mounting on manual swing-away chin arm |:| 1016508
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1.  Assemble the bracket for the chin arm.”

2. Slide the chin arm into the back tube.

3. Assemble the Omni screen bracket.

4. Assemble the swing-away controller bracket.
5. Set up the cabling.

* Only in combination with Sedeo Pro+ back.

In order to set up the system, see R-net Omni technical manual.
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1. Monter braketten for hakestyringsarmen.*

2. Skyv armen inn i ryggroret.

3. Monter Omni-skjermbraketten

4. Monter den utsvingbare styreboksbraketten.
5. Sett opp kablene.

* Kun i kombinasjon med Sedeo Pro+ rygg.

Se den tekniske manualen for R-net Omni for oppsett av systemet.
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Montera féstet fér hakstyrning.*

Skjut in hakstyrningsarmen i ryggroret.
Montera Omni-skérmens féste.

Montera undansvangbara controller fastet.
. Installera kablaget.

Endast i kombination med Sedeo Pro+ rygg.

o s w2

L For att inste lera systemet, se R-net Omni teknisk manual.
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