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Sampe Name Rechargeable I.ithium Battery Pack 18650 7S12P 24V 30Ah 720Wh
=3 d
English
EXR ¥:3 IT AR GERI 7 il AT PR 7
Applicant JTANGSU TNTCO MEDTCAL PRODUCTS CO., L.TD.
EEFBL IT IR TR 7 i) AT FR A 7
Manufacturer JTANGSU TNTCO MEDTCAI. PRODUCTS CO. , L.TD.
BRIk, B5 [ FRAT S B e LR RIRN) 65K
Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 65th Edition
# S Sh A, ORI
Sample appearance Black Plastics cement shell
LEMAEL /
Package information
5 A & BF 7 Capacity HE TN ¥ REFEke H¥E
NO. Battery type Model /243 Li content Placement Unit weight | Quantity
I ] 7 FL AR - 1 FL LA, 18650 7S12P 30Ah 720Wh E T A RIA 5.72 I
Rechargeable li-ion Battery only 1
battery N Ti:
1. &K iR B (Hazards identification)
R,
Miscellaneous.
o
z
P — N — . .
£ 3 o rEpRERRTERTS (RSN HHEIKIR (Suggestion according to TATA DGR)
-
5 Shipping Name:l.ithium ion batteries
z :EI Class or Division:9
— |UN Number:UN3480
O
Z
% 3
z
O 3. AFER (Packaging requirements)
2
# G |65 H AN A RN
5 The article is packaged according to the Packaging Tnstruction 965 section TA.
LR B R\
Cargo Aircraft Only W I =
Al B3 2021-01-23 ~ EAAM: 2024-01-23 iﬁaﬁﬁ"ﬁf 20240128 <
Inspection Date: |ssue Date: Effective Date: \ A
/ P
£ix
Comment
EL - 2 CE-A L~z EX 0
I /ﬁ <
Approver: 4 . Checker: Appraiser:
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Inspection results and other things

AL BRI LILHE ORI (650 3. 9. 2. 6. 1(e) ML M BTLAT M R AT H 1L o

A5 3 5 P TR AL AN 4 Rl A U B 73 T e vk

AR 5 TR A AN £ CA R W B A B R IR A g i, AN R i i

Lithium cells and batteries listed in this report were manutactured under the quality management program described in IATA
DGR 65th 3.9.2.6.1(e).

Lithium cells and batteries listed in this report are not the detective cells or batteries returned to the manutacturer for
safety reasons.

Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped

for recycling or disposal.

AN PR LI U BT BE A GRIGFIFRAEF AL 551110 238, 37N FTHR Sl it

Lithium cells and batteries listed in this report are of the types proved to meet the requirements of’
each applicable test in the UN Manual of Tests and Criteria, Part Ill, sub-section 38.3.

UN38. 3k IE 2 45

The UN38.3 Test Summary No. (s)

812100200754310

VEAHAE LR 0 4,

Please scan the QR code on the right for more information.

SO LI FISE A AR ALY, KT R A A G vl 5 B AR (e A LT L2 AR AR P
Lithium cells and batteries must be packed in inner packagings that completely en
a strong outer packaging. The completed package must meet the Packing Group [T performance requirements.

se the cell or battery and placed in

LU 3 2 T T B

Cells and batteries are properly protected to prevent short cireuits.

REASUEE 00 U P O L M S RS R P B % (DGRIZIT. 3. X) .

MAUEE AL FIGE IR DGRIT7. 4. 1) o

Fach package must be labelled with the Class 9-Lithium Battervy hazard label (Figure 7.3.X in TATA DGR).
Fach package must be labelled with the “Cargo Aireraft Only” label (Figure 7.4.B in TATA DGR).

BARZAT AW, AR K50 PR 8 7 il A8 RGN, S SUIRAS 2 AU R A0 28 HE Y 30%
According to the statement of the applicant, | nhlum ion cells and hatteries listed in this report must be of fered for transport
at a state of charge (SoC) not exceeding 30% of their rated capacity.

B

AN 5 58 LRI N (1L ASTRBRAR) « 2. 1TSS, 5395 ) PR, A LIS AR AR ERS. LIS I A A B B AR - M
TUEAIER.

Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class 1
(explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1 (flammable
solids) or Division 5.1 (oxidizers).
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